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NATIONWIDE SERVICE

EMERGENCY / PLANNED
OUTAGE / PROCESS
TESTING / TEMPORARY
SOLUTIONS
No matter your building or facility's nature, a
malfunctioning cooling system can bring
productivity to a standstill. Whether you face an
unexpected breakdown or seek a cost-effective
alternative to investing in a new HVAC system, our
rental solutions offer dependable performance
with minimal operating expenses. Our
comprehensive rental service covers deliveries,
installations, start-ups, and maintenance during
the equipment's tenure at your facility, relieving
you of these responsibilities. Our versatile rental
fleet caters to a range of facilities, from small
rooms to expansive office spaces and retail
centers. We can also meet the cooling needs of
demanding industrial or high-volume applications
temporarily. Our expert technicians can swiftly
address any issues, ensuring your operations
resume smoothly. Leasing equipment through
Oklahoma Chiller simplifies budgeting, as it
provides a fixed rate covering installation,
preventive and emergency maintenance, and
removal, offering predictable costs, budget
compliance, and potential tax benefits.

RELIEF IS JUST A PHONE CALL AWAY. 
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SIZE MCA VOLTS CABLE HOSE WEIGHT**
DIMENSIONS**

L x W x H
10 ton 27 480 3ph 4 - #4 2 inch 1,600 lbs 109 x 48 x 57

20 ton 55 480 3ph 4 - #4 2 inch 2,500 lbs 100 x 50 x 82

40 ton 95 460 3ph 4 - #4 3 inch 3,700 lbs 114 x 88 x 71

50 ton 220 240 3ph 4 - 4/0 3 inch 3,800 lbs 114 x 88 x 90

70 ton 133 480 3ph 4 - 4/0 3 inch 7,200 lbs 195 x 88 x 87

80 ton 160 480 3ph 4 - 4/0 4 inch 7,200 lbs 195 x 88 x 87

90 ton 190 480 3ph 4 - 4/0 4 inch 7,500 lbs 195 x 88 x 87

100 ton 214 480 3ph 4 - 4/0 4 inch 7,800 lbs 195 x 88 x 87

125 ton 253 480 3ph 4 - 4/0 4 inch 8,700 lbs 222 x 88 x 87

140 ton 290 480 3ph 4 - 4/0 6 inch 13,500 lbs 196 x 88 x 93

155 ton 318 460 3ph 4 - 4/0 4 inch 13,500 lbs 196 x 88 x 93

200 ton 400 480 3ph 4 - 4/0 6 inch 16,500 lbs 232 x 88 x 93

250 ton* 500 480 3ph 7 - 4/0 6 inch 18,000 lbs 260 x 88 x 93

300 ton* 600 480 3ph 7 - 4/0 6 inch 26,000 lbs 360 x 88 x 93

400 ton* 800 480 3ph 7 - 4/0 6 inch 32,000 lbs 467 x 88 x 93

500 ton* 1000 480 3ph 14 - 4/0 6 inch 34,500 lbs 539 x 88 x 93

AIR-COOLED CHILLERS

SIZE MCA VOLTS CABLE HOSE WEIGHT DIMENSIONS
10 ton 33 480 3ph 4 - #4 2 inch 1,600 lbs 109 x 48 x 57

20 ton 55 480 3ph 4 - #4 2 inch 2,500 lbs 100 x 50 x 82

23 ton 69 480 3ph 4 - #4 2 inch 2,600 lbs 100 x 50 x 82

PROCESS CHILLERS

* Trailer Mounted
** Weight and dimensions are approximate and may change based on available equipment.
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SIZE MCA VOLTS HOSE CABLE WEIGHT DIMENSIONS
120 ton 35 480 4 inch 4 - #4 8,000 lbs 155 x 88 x 102

AIR HANDLERS
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SIZE MCA VOLTS CABLE DUCT WEIGHT

15 ton 37 460 4 - #4 20 inch 3600 lbs

20 ton 52 460 4 - #4 20 inch 4500 lbs

30 ton 75 460 4 - #4 20 inch 4100 lbs

35 ton 85 460 4 - #4 20 inch 4500 lbs

AIR CONDITIONERS



SIZE MCA VOLTS TYPE WEIGHT DIMENSIONS
14k btu 15.9 120 Air Cooled 200 lbs 24 x 30 x 50

18k btu 11.3 120 Water Cooled 155 lbs 21 x 16 x 45

5 ton 16.5 208/250/3 Water Cooled 375 lbs 29 x 29 x 53

5 ton 6.3 460/3 Water Cooled 375 lbs 29 x 29 x 53

SPOT COOLERS
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PUMPS

GPM FT OF HEAD VOLTAGE AMPERAGE HOSE SIZE

1000 85 240 /460 3ph 76 / 38 6 inch

600 85 240 / 460 3ph 76 / 38 6 inch

300 85 240 /460 3ph 24 / 12 4 inch

100 111 240 /460 3ph 11.8 / 5.9 3 inch



MAX HEAT MIN HEAT MCA VOLTAGE CABLE DUCT

60kw 20kw 73 480 3ph 4 - #4 1 - 20 inch

40kw 16kw 50 480 3ph 4 - #4 1 - 20 inch

18kw 12kw 34/50 240 3ph 4 - #4 Non Ductable

MAX HEAT MIN HEAT MCA VOLTAGE CABLE DUCT

175KW - 15 120 3PH Ext. Cord 12 inch

ELECTRIC HEATERS

DIESEL HEATER
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KVA
PRIMARY
VOLTAGE

PRIMARY
AMPERAGE

SECONDARY
VOLTAGE

SECONDARY
AMPERAGE

PRIMARY
CABLE

SECONDARY
CABLE

500 480 600 208 1390 7 - 4/0 10 - 4/0

225 480 270 208 625 4 - 4/0 7 - 4/0

225 480 270 240 542 4 - 4/0 7 - 4/0

112.5 480 135 240 270 4 - #4 4 - 4/0

75 480 90 240 180 4 - #4 4 - #4

KW
FUEL CONSUMPTION 

FULL / PART LOAD
TANK SIZE AVAILABLE POWER

145 11.2 / 6.2 255 SEE CHART

112 9 / 4.7 200 SEE CHART

56 5.4 / 2.8 133 SEE CHART

40 3 / 1.7 80 SEE CHART

32 2.57 / 1.45 87 SEE CHART

TRANSFORMERS

TOWABLE GENERATORS

7



OUR FLEET

At Oklahoma Chiller, we
consistently expand our
extensive rental inventory,
featuring equipment from
leading manufacturers. This
booklet does not encompass
our full range, so if you do not
find what you are looking for,
contact us today! 

RELIEF IS JUST A PHONE CALL AWAY. 
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AMP CHART

kVA kW 120V 208V 220V 240V 380V 400V 440V 450V 480V 600V

8 6.3 17.5 16.5 15.2 9.6 9.1 8.3 8.1 7.6 6.1

9.4 7.5 26.1 24.7 22.6 14.3 13.6 12.3 12 11.3 9.1

12.5 10 34.7 33 30.1 19.2 18.2 16.6 16.2 15.1 12

18.7 15 90 52 49.5 45 28.8 27.3 24.9 24.4 22.5 18

25 20 120 69.5 66 60.2 38.4 36.4 33.2 30.1 24 6

31.3 25 151 87 82.5 75.5 48 45.5 41.5 40.5 37.8 30

37.5 30 170 104 99 90.3 57.6 54.6 49.8 48.7 45.2 36

50 40 240 139 132 120 77 73 66.5 65 60 48

62.5 50 301 173 165 152 96 91 83 81 76 61

75 60 361 208 198 181 115 109 99.6 97.5 91 72

93.9 75 452 261 247 226 143 136 123 120 113 90

100 80 482 278 264 240 154 146 133 130 120 96

125 100 602 347 330 301 192 182 166 162 150 120

156 125 751 433 413 375 240 228 208 204 188 150

187 150 901 520 495 450 288 273 249 244 225 180

219 175 1055 608 577 527 335 318 289 283 264 211

250 200 1204 694 660 601 384 364 332 324 301 241

312 250 1503 866 825 751 480 455 415 405 376 300

375 300 1806 1040 990 903 576 546 498 487 451 361

438 350 2110 1220 1155 1053 672 637 581 568 527 422

500 400 2408 1390 1320 1203 770 730 665 650 602 481

625 500 3010 1735 1650 1504 960 910 830 810 752 602

750 600 3612 2080 1980 1803 1150 1090 996 975 902 721

875 700 4215 2430 2310 2104 1344 1274 1162 1136 1052 842

1000 800 4817 2780 2640 2405 1540 1460 1330 1300 1203 962

1125 900 5419 3120 2970 2709 1730 1640 1495 1460 1354 1082

1250 1000 6021 3470 3300 3009 1920 1820 1660 1620 1504 1202

1563 1250 7527 4350 4130 3765 2400 2280 2080 2040 1885 1503

1875 1500 9031 5205 4950 4520 2880 2730 2490 2440 2260 1805

2188 1750 10639 5280 3350 3180 2890 2830 2640 2106

2500 2000 12042 6020 3840 3640 3320 3240 3015 2405
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HVAC/POWER GENERAL RULES OF THUMB

CHILLERS

Tonnage = Flow(gpm) x     (F)
24

Nominal Conditions = 2.4 GPM/Ton

2 amps/ton for 480V chillers

COOLING TOWERS
Tonnage = Flow(gpm) x    (F)

30 
Nominal Conditions = 3.0 GPM/Ton

Makeup water = 2% of flow

AIR HANDLERS Return Air System = 400 CFM/Ton Outside Air System = 200 CFM/Ton

HEATERS 1 to 5 BTU/Cu. Ft based on climate, inside desired temperature, and time of year

DEHUMIDIFICATION Enclosed Spaces
Cu. Ft = CFM required = Number of units needed

60            CFM/Unit                                

AIR CHANGE RATE
CFM = Air Change/Hr x Space Volume

60

GENERATOR FUEL
CONSUMPTION

Gallons per hour = Generator kW x Load % x 7%

ELECTRIC FORMULAS FOR COMPUTING ALTERNATOR AMPERAGE

DESIRED DATA SINGLE-PHASE THREE-PHASE DIRECT CURRENT

kVA
volts x amps

1,000
volts x amps x 1.732

1,000

kW kVA x PF kVA x PF
volts x amps 

1,000

amps (when kW is known)
kW x 1,000
volts x PF

kW x 1,000
1.732 x volts x PF

kW x 1,000
volts

amps (when kVA is known)
kVA x 1,000

volts
kVA x 1,000
1.732 x volts 

amps (when hp is known)
HP x 746

volts x % EFF, x PF
HP x 746

1.732 x volts x % Eff x PF
HP x 746

volts x % Eff

electric HP
volts x amps x % Eff, x PF

746
volts x amps x 1.732 x % Eff x PF

746
volts x amps x % Eff

746
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